
•  Tabletop Printer
•  Thermal Direct or Transfer
•  On-demand or Continuous
•  Prints Tags or Labels
•  Operates Onlines
•  Enhanced Print Quality
•  Prints Up to 12 ips
•  Optional 300 dpi Printing
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SUPPLIES

Only Monarch-brand® supplies are
recommended. Use non-perfed supplies in
peel mode. High energy (TUFFMARK®)
supplies are available.

Supply Types:
Labels, Tags and Receipt Paper.

Supply Sizes:
Width- 0.75" to 4.25" (19 mm to 1002 mm)
Length- 0.32" to 17.5" (8 mm to 445 mm)
Supply Roll length is 7,874" (200 meters) -
this varies on material thickness.

Supply Thickness:
Labels – 5.5 to 10 mils, Tags – 5.5 to 10 mils,
Receipt Paper – 2.4 mils

Maximum Print Area:
4.0" x 16.0" (102 mm x 406 mm) with the
203 dpi printhead
4.0" x 13.0" (102 mm x 330 mm) with the
300 dpi printhead
Larger images (up to 16 feet) can be printed
using continuous supply and reallocating
memory.

Ribbon Sizes:
Ribbon Widths Use with max. supply width
1.5" (38 mm) 1.2" (33 mm)
1.8" (46 mm) 1.5" (38 mm)
2.3" (58 mm) 2.0" (51 mm)
3.3" (84 mm) 3.0" (76 mm)
4.3" (110 mm) 4.0" (102 mm)
TUFFMARK® 2.3" (58 mm), 4.3" (110 mm),
2.0" (51 mm) and 4.0" (102 mm)

Ribbon Length:
23,616" (600 meters)

About Ribbons:
The width of the ribbon must be at least 0.3"
(8 mm) greater than the supply width. Using
a ribbon wider than your supply helps protect
the printhead.

ENVIRONMENT RANGES

Operating Temperature:
Thermal Transfer - 40° to 95° F (4° to 35° C)
Thermal Direct - 40° to 104° F (4° to 40° C)

Storage:
15° to 120° F (-10° to 49° C)

Humidity/Operating and Storage:
5% to 90% non-condensing

Electrostatic Discharge and Air Quality:
Some problems with electronic equipment
may occur in environments prone to static
discharge or extreme dust conditions. Paxar
suggests that you take precautions to
minimize these problems.

PERFORMANCE

Power Source:
90-264 VAC with autoselect 50/60 Hz
Optional 24 VDC regulator

Print Speed:
2.5 ips (64 mm) - default for serial bar codes
4 ips (102 mm) - 203 dpi serial bar codes
with narrow elements of 3 dots (or greater)
6.0 ips (152 mm) - default for parallel bar
codes
8.0 ips (203 mm)
10.0 ips (254 mm)
12.0 ips (305 mm) only with 203 dpi
printhead.

OPTIONS

•  300 dpi printhead
•  12 ips print speed
•  Metal Cover
•  Peel Mode with On-Demand Sensor
•  Tear Bar with Peel Mode
•  Linerless
•  Ethernet Print Server (supports Ethernet

and TCP/IP)
•  Internal Coax/TwinAx Protocol
•  ADK Script Programming for special

applications
•  16 MB Flash Memory expansion

ACCESSORIES

•  926™ Knife
•  928™ Stacker
•  935™ Rewind
•  938™ Verifier (order printer with "Verifier

Cover Option")
•  939™ Keyboard
•  939I™ Intelligent Keyboard

In our ongoing effort to deliver the best
technology, specifications are subject to
change without notice.


